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HRI Teknik AB är generalagent för ITW Dynatec
limappliceringsutrustningar i Sverige och Norge. ITW Dynatec
är etablerat i ca 60 länder och är dotterbolag till Illinois Tool Works.
ITW omsatte 2004 ca 12,5 miljarder US dollar,
har 55.000 anställda och äger ca 660 bolag.
Ver: 2009/11
HRI Teknik AB, Karbingatan 14, 254 67 Helsingborg,
 BESTÄLLNING - Tel: 042
- 18- 79
00,00,
Fax:
042 - 18 79 00, Mobil: 0734 - 43 30 60
Tel. 042
18 79
www.hriteknik.se
E-post: [email protected]
Nordson©© är ett registrerat varumärke av Nordson Corporation och är ej gemensamt med ITW
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The Next Level of Technology
Dynamini™ Series - Adhesive Supply Unit
DYNAMINI™ hot melt adhesive supply units provide exceptional value in a small hot melt unit which has been
designed for optimal performance, reliability and simplified daily operation. The patented melt-on-demand hopper
with 7 year warranty standard, virtually eliminates adhesive degradation by melting only the adhesive required for
the application.
DYNAMINI™ Series:
• Melt-on-Demand Hopper Grid extends adhesive life and performance
• 7 year Melt-on-Demand hopper warranty
• Self-diagnostic P.I. digital Temperature controller with platinum sensor accuracy
• 110/120V and 200/240V configurations fitted with either a piston or gear pump
• Removable access covers completely expose all components for easy maintenance
Reliability
Melt-On-Demand hopper
extends adhesive life and
performance.
Performance
Accurate, proportional
temperature control for the
hopper, hoses and applicators.
Simplicity
Icon-driven control panel
simplifies operations.
ITW Dynatec - DynaminiTM Series
Models: N05, N10, & N22
The Dynatec Difference...
Melt-on-Demand Hopper
Most suppliers will agree that adhesive degradation is the
number one cause of downtime on hot melt equipment. To
address this problem, ITW Dynatec has patented a “Melt-OnDemand” system. ITW Dynatec’s vertical, unheated hoppers
only melt the amount of adhesive required by the application.
Most of the hot melt adhesive in the hopper remains at a
much lower temperature, perhaps even solid state.
The added benefits of melting only the adhesive required
are quicker start-ups, reduced energy costs, better viscosity
control, and reduced fumes.
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Dynamini™ - Adhesive Supply Unit
System
Hopper Capacity
Operating Temperature
N05
N10
N22
5k (10lbs)
9k (20lbs)
22k (48lbs)
40 to 218°C (104 to 425°F)
40 to 218°C (104 to 425°F)
40 to 218°C (104 to 425°F)
Melt Rate (per hour)*
8kg/hr (17.3lb/hr)
8kg/hr (17.3lb/hr)
22.6kg/hr (50lb/hr)
Pump Rate (piston)
.91kg/min (2lb/min
.91kg/min (2lb/min
.91kg/min (2lb/min
12:1
12:1
12:1
1.5, 3.2, 4.5, .55, & 10cc
1.5, 3.2, 4.5, .55, & 10cc
1.5, 3.2, 4.5, .55, & 10cc
2
2
2, 6
6.8 MPa (1000psi)
6.8 MPa (1000psi)
6.8 MPa (1000psi)
± 1°C (1°F)
± 1°C (1°F)
± 1°C (1°F)
Electrical Service Standard
100 to 120 VAC 1 Phase 50/60 Hz
100 to 120 VAC 1 Phase 50/60 Hz
240 VAC 1 Phase 50/60 Hz
Electrical Service Standard
200 to 240 VAC 1 Phase 50/60 Hz
200 to 240 VAC 1 Phase 50/60 Hz
200 to 240 VAC 3 Phase 50/60 Hz
500 - 50,000 cps
500 - 50,000 cps
500 - 50,000 cps
Piston Pump Compression Ratios
Gear Pump
Hose Output Zones
Maximum Working Hydraulic Pressure
Temperature Control Stability
Working Viscosity
*Melt rates vary with adhesive type. All units capable of 2 hoses
and applicators. Units can be fitted with a piston or gear pump.
Dimensions
N05
N10
N22
Height (H)
45 cm (17.75 in)
65.4 cm (25.75 in)
61 cm (24 in)
Depth (D)
54 cm (21.25 in)
54 cm (21.25 in)
84 cm (33 in)
Width (W)
29 cm (11.38 in)
29 cm (11.38 in)
35.6 cm (14 in)
27 kg (60 lbs)
34 kg (76 lbs)
50 kg (110 lbs)
Weight (empty)
ASIA
ITW Dynatec Hong Kong
Unit A-B, 11/Fl., Leahander
Centre 28
Wang Wo Tsai Street
Tsuen Wan NT Hong Kong
® 8/2008 ITW Dynatec
ITW Dynatec reserves the right to discontinue or change specifications,
designs, materials and equipment without notice or obligation.
Optional Accessories
• Analog pressure gauge
• Hose boom
• Roll cart
• Swirl kit
Melt-On-Demand Hopper
AMERICAS
ITW Dynatec
31 Volunteer Drive
Hendersonville, TN 37075
Telephone 615•824•3634
+1.800.860.6150
Fax +1.615.264.5248
[email protected]
JAPAN
ITW Dynatec K.K.
Tsukimura Building 5th Floor
26-11, Nishikamata 7-chome
Ota-ku, Tokyo 144-0051, Japan
Telephone +81.3.5703.5501
Fax +81.3.5703.5505
[email protected]
EUROPE, AFRICA and
MIDDLE EAST
ITW Dynatec GmbH
Industriestrasse 28
D-40822 Mettmann, Germany
Telephone +49.210.4915.0
Fax +49.210.491.5111
[email protected]
Visit us at www.itwdynatec.com
 BESTÄLLNING - Tel: 042 - 18 79 00, Fax: 042 - 18 79 00, Mobil: 0734 - 43 30 60
E-post: [email protected]
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The Next Level of Technology
Dynamelt™ S Series - Adhesive Supply Unit
DYNAMELT™ S The Dynamelt S system provides accurate, proportionate temperature control for the hopper,
hoses, and applicators. Available in four hopper sizes and with a choice of piston or gear pump, the Dynamelt
S ASU uses a microprocessor temperature control to accurately control the temperature of hot-melt adhesive
for up to six hoses and six heads.
DYNAMELT™ S Series:
• MELT-ON-DEMAND Hopper Grid extends adhesive life and performance
• 7 year melt-on-demand hopper warranty
• Self-diagnostic P.I. digital Temperature controller with platinum sensor accuracy
• Four hopper sizes fitted with either piston or gear pump
• Hopper grid melts only the adhesive that is demanded by the application, virtually eliminating char.
Reliability
Melt-On-Demand hopper
extends adhesive life and
performance.
Flexibility
Can accommodate up to
6 hoses/heads with either
piston or gear pumps.
Simplicity
Icon-driven control panel
simplifies operations.
ITW Dynatec - DynameltTM S Series
Models: S05, S10, S22, S45
480V Transformer Option
Pendant Control Option
The Dynatec Difference...
Melt-on-Demand Hopper
Most suppliers will agree that adhesive degradation is the
number one cause of downtime on hot melt equipment. To
address this problem, ITW Dynatec has patented a “Melt-OnDemand” system. ITW Dynatec’s vertical, unheated hoppers
only melt the amount of adhesive required by the application.
Most of the hot melt adhesive in the hopper remains at a
much lower temperature, perhaps even solid state.
The added benefits of melting only the adhesive required
are quicker start-ups, reduced energy costs, better viscosity
control, and reduced fumes.
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Dynamelt™ S - Adhesive Supply Unit
System
S05
S10
S22
S45
5k (10lbs)
10k (22lbs)
22k (48lbs)
45k (100lbs)
10 to 218°C (50 to 425°F)
10 to 218°C (50 to 425°F)
10 to 218°C (50 to 425°F)
10 to 218°C (50 to 425°F)
10 kg/hr (23lb/hr)
10 kg/hr (23lb/hr)
23 kg/hr (50lb/hr)
23 kg/hr (50lb/hr)
N/A
19 kg/hr (42lb/hr)
41 kg/hr (90lb/hr)
41 kg/hr (90lb/hr)
Hopper Capacity
Operating Temperature
Melt Rate (per hour)
Melt Rate (per hour) - W/ Optional Grid
Pump Rate (Piston/4.5cc Gear)
.91kg (2 lb)min/.38kg (.83lb)min .91kg (2 lb)min/.38kg (.83lb)min .91kg (2 lb)min/.38kg (.83lb)min .91kg (2 lb)min/.38kg (.83lb)min
Piston Pump Compression Ratios
Gear Pumps Standard
12:1
12:1
12:1
12:1
1.5cc/rev, 3.2cc/rev or 4.5cc/rev 1.5cc/rev, 3.2cc/rev or 4.5cc/rev 1.5cc/rev, 3.2cc/rev or 4.5cc/rev 1.5cc/rev, 3.2cc/rev or 4.5cc/rev
Hose Output Zones
Maximum Working Hydraulic Pressure
2, 4, or 6
2, 4, or 6
2, 4, or 6
2, 4, or 6
68 bar (1000psi) - Piston Pump
68 bar (1000psi) - Piston Pump
68 bar (1000psi) - Piston Pump
68 bar (1000psi) - Piston Pump
± 1°C (1°F)
± 1°C (1°F)
± 1°C (1°F)
± 1°C (1°F)
Temperature Control Stability
Electrical Service Standard
240 VAC 1Phase 50/60 Hz
240 VAC 1Phase 50/60 Hz
240 VAC 1Phase 50/60 Hz
240 VAC 1Phase 50/60 Hz
Electrical Service Standard
380 VAC 3Phase Y 50/60 Hz
380 VAC 3Phase Y 50/60 Hz
380 VAC 3Phase Y 50/60 Hz
380 VAC 3Phase Y 50/60 Hz
500 to 50,000 cps
500 to 50,000 cps
500 to 50,000 cps
500 to 50,000 cps
Working Viscosity
*Melt rates vary with adhesive type. All units capable of 2 hoses
and applicators. Units can be fitted with a piston or gear pump.
Dimensions
Height (H)
S10
S22
S45
61 cm (24 in)
61 cm (24 in)
102 cm (40 in)
54.6 cm (21. in)†
Depth (D)
73.6 cm (29 in)†
74.5 cm (29.3 in) 74.5 cm (29.3 in)
Width (W)
Weight (empty)
Optional Accessories
S05
42 cm (16.5 in)
73.6 cm (29 in)†
84 cm (33 in)
•
•
•
•
•
114.3 cm (45 in)†
84 cm (33 in)
83.2 cm (32.7 in)†
83.2 cm (32.7 in)†
83.2 cm (32.7 in)†
83.2 cm (32.7 in)†
35.5 cm (14 in)
35.5cm (14 in)
35.5cm (14 in)
35.5cm (14 in)
43 kg (94lbs)
44 kg (97lbs)
50 kg (110lbs)
54 kg (118lbs)
Analog or digital pressure gauge
Adhesive level indicator
Pendant control pattern
Seven day scheduler
480 VAC transformer
Melt-On-Demand Hopper
†Dimensions include the 480 VAC transformer option.
H
W
D
ASIA
ITW Dynatec Hong Kong
Unit A-B, 11/Fl., Leahander
Centre 28
Wang Wo Tsai Street
Tsuen Wan NT Hong Kong
® 8/2008 ITW Dynatec
ITW Dynatec reserves the right to discontinue or change specifications,
designs, materials and equipment without notice or obligation.
AMERICAS
ITW Dynatec
31 Volunteer Drive
Hendersonville, TN 37075
Telephone 615•824•3634
+1.800.860.6150
Fax +1.615.264.5248
[email protected]
JAPAN
ITW Dynatec K.K.
Tsukimura Building 5th Floor
26-11, Nishikamata 7-chome
Ota-ku, Tokyo 144-0051, Japan
Telephone +81.3.5703.5501
Fax +81.3.5703.5505
[email protected]
EUROPE, AFRICA and
MIDDLE EAST
ITW Dynatec GmbH
Industriestrasse 28
D-40822 Mettmann, Germany
Telephone +49.210.4915.0
Fax +49.210.491.5111
[email protected]
Visit us at www.itwdynatec.com
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Quattro™ - Adhesive Supply Unit
QUATTRO™ The ITW Challenger™ Quattro™ adhesive supply unit (ASU) is a computer controlled hot melt
supply unit designed on metric standards. Its icon-driven control panel is internationally operator friendly.
The hose connections and footprint mountings are compatible with Nordson® models 2300, 3100, 3400,
3500, and ProBlue®melters.
QUATTRO™ Adhesive Supply Unit:
• Microprocessor temperature control closely monitors temperature of hot melt tank and hoses
• Simple, user friendly icon-driven controls
• Easy drop-in replacement for Nordson® melters
• Temperature stand-by settings to help reduce adhesive char when unit is inactive
• Removable access covers completely expose all components for easy maintenance
Stability
Accurate temperature
control with temperature
adjustment for the tank,
hoses and applicators.
Compatability
The hose connections and
footprint mounting are compatible with Nordson® models
2300, 3100, 3400, 3500,
and ProBlue® melters.
Simplicity
Icon-driven control panel
simplifies operations.
ITW Dynatec - Quattro™ Adhesive Supply Unit
Nordson® and ProBlue® are registered trademarks of Nordson Corporation and are not afﬁliated with ITW.
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Quattro™ - Adhesive Supply Unit
System
Quattro™
Hopper Capacity
Quattro™ Advantages
• Easy to operate tank, hose, and applicator zone push
buttons.
• Accurate and reliable single board controller.
• Digital set point takes the guesswork out of temperature
control.
• Large arrows help the operator quickly set temperatures.
• Independant temperature adjustment of the tank, hoses, and
applicator guns permits the precise control of adhesive.
• Temperature stand-by settings reduce adhesive char when
the unit is inactive.
• Sequential temperature startup heats the tank first reducing
stress on the hoses and applicators.
• High and low temperature alarms on every zone.
8.5kg (18.7lbs)
Operating Temperature
40°C to 218°C (100°F to 425°F)
Melt Rate (per hour)*
9.1 kg/hr (20 lb/hr)
Pump Rate
.87 kg/min (1.92 lb/min)
Piston Pump Compression Ratios
14:1
Hose Output Zones
4
Maximum Working Hydraulic Pressure
9.7 MPa (1400psi) - Piston Pump
Temperature Control Stability
±1°C (±1°F)
Electrical Service Standard
200-240 VAC 1ph w/neutral 50/60 Hz
Electrical Service Standard
200-240 VAC 1-3ph delta 50/60 Hz
Electrical Service Standard
380 VAC 3Phase wye 50/60 Hz
Working Viscosity
B
A
500-30,000 cps
*Melt rates vary with adhesive type.
Dimensions
Quattro™
Height (H)
51 cm (20 in)
(A) 5 cm (2 in)
Depth (D)
58 cm (22.8 in)
(B) 38 cm (15 in)
Width (W)
34.3 cm (13.5 in)
(C) 25 cm (9.8 in)
39 kg (86 lbs)
-
Weight (empty)
Quattro™ Mounting Dimensions
C
Mounting Hole Dimensions
H
W
D
ASIA
ITW Dynatec Hong Kong
Unit A-B, 11/Fl., Leahander
Centre 28
Wang Wo Tsai Street
Tsuen Wan NT Hong Kong
® 2008 ITW Dynatec
ITW Dynatec reserves the right to discontinue or change specifications,
designs, materials and equipment without notice or obligation.
Also available from Dynatec: Hoses, nozzles, applicators,
adhesive feeders, and equipment.
AMERICAS
ITW Dynatec
31 Volunteer Drive
Hendersonville, TN 37075
Telephone 615•824•3634
+1.800.860.6150
Fax +1.615.264.5248
[email protected]
JAPAN
ITW Dynatec K.K.
Tsukimura Building 5th Floor
26-11, Nishikamata 7-chome
Ota-ku, Tokyo 144-0051, Japan
Telephone +81.3.5703.5501
Fax +81.3.5703.5505
[email protected]
EUROPE, AFRICA and
MIDDLE EAST
ITW Dynatec GmbH
Industriestrasse 28
D-40822 Mettmann, Germany
Telephone +49.210.4915.0
Fax +49.210.491.5111
[email protected]
Visit us at www.itwdynatec.com
 BESTÄLLNING - Tel: 042 - 18 79 00, Fax: 042 - 18 79 00, Mobil: 0734 - 43 30 60
E-post: [email protected]
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The Next Level of Technology
BF Mod-Plus Marathon™ - Adhesive Applicator
The BF MOD-PLUS MARATHON™ adhesive applicator is an air-operated, single or multi-orifice hot melt adhesive
applicator assembly with an integrated filter cartridge which prevents particulate matter from obstructing flow
through the nozzle orifice. The Marathon’s™ screw-on nozzle seat allows for fast and easy nozzle change, and
the optional stroke adjustment allows for fine-tuning of optimum adhesive cut-off at the nozzle tip.
BF Mod-Plus Marathon™ Applicator:
• Standard air open/air close module provides positive shut-off and on-cycle
• Platinum sensor provides better temperature control over nickel sensors
• Compatible with most competitive configurations
• Water resistant optional
• Built-in, heated filter has the largest surface area on the market, resulting in
longer filter life and less nozzle clogging
Reliability
Air open/air close
standard gives clean,
sharp cut-off every time.
Performance
Built-in, heated filter
better maintains a clean
nozzle orifice.
Simplicity
Easy-to-remove module
body saves time during
module changes.
ITW Dynatec - BF Mod-Plus Marathon™ Applicator
The Dynatec Difference...
Air open/air close standard
Over time, adhesive applicator modules that use an air open/
spring close system can lose spring tension, resulting in
stringing and poor cut-offs. The BF Mod-Plus Marathon™
applicator module is designed to operate as an air open/air
close system that does not rely on a spring to close the orifice
during operation. The result is both cleaner cut-off and better
operation over a longer operating lifespan. While this feature
may be optional on competitive modules, only ITW Dynatec
offers this feature standard on the BF Mod-Plus Marathon™
adhesive applicator.
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E-post: [email protected]
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BF Mod-Plus Marathon™ - Adhesive Applicator
System
BF Mod-Plus Marathon™
Operating Temperature Range
More Filter - Less Clogging
• Over 6 times the surface area of competitive standard filters.
• Longer filter life and less nozzle clogging over competitive
standard filters.
• Built-in filter is heated for better adhesive temperature control.
• Built-in filter purge valve for easy back flushing further
increases filter life and reduces nozzle clogging issues.
38°C to 218°C (100°F to 425°F)
Minimum Operating Pneumatic Pressure
5 bar (74 psi)
Maximum Operating Pneumatic Pressure
9.7 bar (140 psi)
Minimum Adhesive Pressure
41 bar (600 psi)
Maximum Adhesive Pressure
68 bar (1,000 psi)
Minimum Adhesive Viscosity
None
Maximum Adhesive Viscosity
20,000 cps
Maximum On/Off Cycle Speed
5,000 cycles/minute
(400 series MAC® valve)
Competitive Filter
BF Filter
Competitive Filter
* Specifications are based on 1,000 cps adhesive
Dimensions
BF Mod-Plus Marathon™
Height (H)
96.1 mm (3.78 in)
Depth (D)
81.0 mm (3.19 in)
Width (W)
44 mm (1.73 in)
H
D
W
ASIA
ITW Dynatec Hong Kong
Unit A-B, 11/Fl., Leahander
Centre 28
Wang Wo Tsai Street
Tsuen Wan NT Hong Kong
® 4/2009 ITW Dynatec
ITW Dynatec reserves the right to discontinue or change specifications,
designs, materials and equipment without notice or obligation.
AMERICAS
ITW Dynatec
31 Volunteer Drive
Hendersonville, TN 37075
Telephone 615•824•3634
+1.800.860.6150
Fax +1.615.264.5248
[email protected]
JAPAN
ITW Dynatec K.K.
Tsukimura Building 5th Floor
26-11, Nishikamata 7-chome
Ota-ku, Tokyo 144-0051, Japan
Telephone +81.3.5703.5501
Fax +81.3.5703.5505
[email protected]
EUROPE, AFRICA and
MIDDLE EAST
ITW Dynatec GmbH
Industriestrasse 28
D-40822 Mettmann, Germany
Telephone +49.210.4915.0
Fax +49.210.491.5111
[email protected]
Visit us at www.itwdynatec.com
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E-post: [email protected]
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DY 2002 PATTERN CONTROLLER
Reserved for
DY 2002 Image
Front of Product
The Dynatec Advantage
� 2 Channels
� Easy-to-Navigate Menu Structure
� 4 Patterns per Channel
� Integrated Palletization Mode
� Memory for 12 Programs
� Built-In Production Counters
� Distance-Based, Time-Based
and Driver Modes
� Machine Speeds to 600m/min
(2000fpm) @ 0.5mm (.02”)
� Trigger Inputs for Each Channel
� Scalable Machine Speed Input
� Programmable Pressure Run-Up
� 55VDC or 170VDC Over-Excitation
Dynatec
™
Adhesive Application Solutions
Moving Forward Through Technology
TM
 BESTÄLLNING - Tel: 042 - 18 79 00, Fax: 042 - 18 79 00, Mobil: 0734 - 43 30 60
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SPECIFICATIONS
Distance Modes
• Standard
• Standard with Dot
• Dot
• Random Length
• Continuous with Trigger
and Speed
• Continuous with Speed
• Driver
Encoder Scaling
500 to 4000ppm (5.00 to
99.99ppi)
Maximum Speed: 600m/min
@ 2000ppm (2000fpm @ 50ppi)
Pattern (per Channel)
Pattern Length (distance mode):
0 to 8000mm (0 to 80.00”)
Pattern Length (time mode):
8000ms in 1ms steps
Pressure Control
1 pressure output, selectable to
0-10VDC, 0-20mA or 4-20mA,
2 point pressure curve,
Individually selectable purge
pressure setting
Remote Purge Control
Distances to 10m (33ft) from
control unit
Production Counters
Job count and total count for
each trigger input
Palletizing Gluing
Programmable for up to 99
glue and passed products
Alarm Outputs
Stop and Alarm/Zero Speed,
dry contact outputs
Size & Weight: 258 x 153 x 300mm (10.2 x 6.0 x 11.8in) (W x D x H), 8.5 Kg (18.6 lbs)
153mm (6.02”)
159.7mm (6.29”)
16.5mm
(.65”)
10.2mm
(.402”)
16.5mm
(.65”)
1
7.
O
Memory
12 glue pattern programs
may be stored in permanent
memory
279mm (10.99”)
260mm (10.236”)
Stop Function
“Glue Starts Above” & “Glue
Stops Below”: 0 to 999m/min
(0 to 999ft/min)
External input (X8): NPN/PNP or
Contact, entire system
Stop: Front Panel, entire system
Trigger Lock
1 to 8000mm (.01 to 80.00”)
each trigger
300mm (11.82”)
Outputs (per channel)
2 Channels
Voltage: 24VDC
Over-Excitation: 55 or 170VDC
Power: 20W
Triggers
2 trigger inputs, either may be
assigned to any channel,
Triggers may be “Anded,”
Configurable as PNP or NPN
281.5mm (11.08”)
Electric Input
Voltage: 115/200/230VAC,
50/60Hz, 10%
Power: 120 W Max
itwdynatec.com
Dynatec
™
Adhesive Application Solutions
ISO 9001
REGISTERED FIRM
258mm (10.18”)
AMERICAS
ITW Dynatec
31 Volunteer Drive
Hendersonville, TN 37075
Telephone 615•824•3634
1•800•860•6150
Fax 615•264•5248
[email protected]
ASIA and PACIFIC
ITW Dynatec K.K.
Daiwashinagawa Bldg.,
7-15, Konan, 3-Chome
Minato-Ku, Tokyo 108-0075 Japan
Telephone 81•3•3450•5901
Fax 81•3•3450•8405
[email protected]
EUROPE, AFRICA and
MIDDLE EAST
ITW Dynatec GmbH
Industriestrasse 28
D-40822 Mettmann, Germany
Telephone 49•210•4915•0
Fax 49•2104•915•111
[email protected]
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